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Q-200 Transponder 

CR80 Size MaxSecure Transponder 

Standard (CR80 

30mil) Credit Card 
Size Transponder. 
This transponder 
has an effective 
range of up to 25 
feet. 

For handheld use on 
vehicles that do not 
have a windshield 
such as motorcycles, 
golf carts, etc… 
Made in glossy 
white PVC. 

Overview 
Q-200 is a (CR80 30mil thick) standard card size 
transponder, provides excellent range for a hand held 
transponder when used with Maxtek’s Q-1000 passive 
RFID reader. 

The Q-200 transponder features MaxSecure Security 
Technology and is manufactured in glossy white PVC 
material.  
Maxtek RFID can print any text, color or logo on the Q-200 
transponders. 
This transponder is extremely useful when valet, 
temporary pass holders or motorcycles users or anyone 
whom cannot use standard windshield transponders.  
The Q-200 is extremely durable rugged and can be 
guarded in a standard wallet or can be hole punched for 
strap attachment. 

Q-200 transponder is 
designed for handheld 
use with an effective 
range of 25 feet. 
Can be hole punched 

for strap attachment.. 

The Q-200 is a 3rd 
Generation Transponder 
with MaxSecure Security 
Technology with fast read 
and anti-cloning security.   

Engineered and 
manufactured in the 

USA. 
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Features: 
 

Worldwide RFID UHF operation (840-960MHz) 
3rd Gen IC Design 
PVC white glossy finish 
MaxSecure Anti-Cloning Security Technology 
Designed for hand-held use 
Available with any text logos 
Med. Performance Transponder with up to 25’ of range 
Effective for valet and temporary pass holders 
Fast read/writes with an operational speed up to 40MPH 

 

 

 

 


